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Machine design, technical data: 

 

 1 cardanic working head with automatic tool changer and attached 24 kW milling spindle for 

milling, drilling, sawing, and grinding work. 20° downward swivel. 

 Automatic chain magazine for 40 tools, moves along the length axis. 

 1 pick-up place for saws up to ø 450 mm, mounted above the tool magazine and moves with it. 

 Console table with positioning system: 10 workpiece consoles, each with 3 base bodies for hold-

ing vacuum suction cups or clamping devices. 

 Workpiece consoles: Adjustment is performed by an electric motor in the X direction. 

 Clamp base bodies: 3 base units are arranged in a row on the top of the consoles. Adjustment is 

performed by an electric motor in the Y direction. 

 4 post clamping devices for attachment to the base body of the beams. 

 Pneumatic clamping stations: 2 clamping stations, 5 beams per pneumatic clamping station. 

 NC axes: X1/X2 axis 8,480 mm (gantry axis), Y axis 1,600 mm, Z axis 510 mm. 

 Free height between upper edge/base body and lower edge of portal approx. 400 mm. 

 Control: Sinumerik 840D sl (Safety Integrated).  

 Footprint approx. 12.0 x 4.5 m. 
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Machine body as an one-piece, compact honeycomb welded construction. Robust design of the components. 

 

 
10 workpiece consoles, each with 3 base bodies for holding vacuum suction cups or clamping devices. 
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NC axes: X1/X2 axis 8,480 mm (gantry axis), Y axis 1,600 mm, Z axis 510 mm. 

 

 
Control: Sinumerik 840D sl (Safety Integrated). 
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Footprint approx. 12.0 x 4.5 m. Portable handheld control unit with 3.5 m connection cable. 

 

 
Free height between upper edge/base body and lower edge of portal approx. 400 mm. 
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Ten workpiece consoles are mounted on the machine bed and are adjusted by electric motor. 

 

 
Three base units are arranged on the top of the consoles and are adjusted by electric motor. 
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Chip belt is installed in the machine table, conveying direction to the right. 

 

 
Cardanic working head with automatic tool changer and 24 kW milling spindle, 20° downward swivel. 
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Automatic chain magazine for 40 tools, at the rear of the portal, pick-up space for saws up to max. ø 450 mm. 

 

 

 

 

 

Total price for the machine: 

 

Price on request 
 

Including transport and commissioning for locations in Germany. 

Please do not hesitate to contact us if you have any questions or require further information. 

 

This sale is subject to errors and defects. We reserve the right to invoke the reservation of error in 

the event of any errors or mistakes relating to the offer or description of the machine. The ma-

chine is sold in its current condition. 


